K 172 HD 


HIGH DEFINITION HEADPHONES 




HIGHLIGHTS 


ON-EAR, CLOSED-BACK DESIGN 

SELF-ADJUSTING HEADBAND 
COMFORTABLY CONFORMS TO 
YOUR HEAD 

GIMBAL-SUSPENDED HEAD¬ 
PHONES SETTLE SNUGLY 
AGAINST EARS WITHOUT 
PINCHING 

ULTRA-SOFT VELVET EAR PADS 


ALL THE SOUND. NONE OF THE NOISE. 

Designed specifically for monitoring audio sources in noisy environ¬ 
ments, K 172 HD headphones combine all the sound-attenuating 
characteristics of a closed-back configuration with the comfort of 
an on-ear design. Lightweight and extremely rugged, with a self- 
adjusting band that can be worn over or behind the head, K 172 HD 
headphones are engineered to play loud and long with no sound 
leakage. AK 己 has been delivering the equipment that movie and 
broadcasting professionals rely on for more than 60 years. The 
K 172 HD continues the tradition. 


KEY SPECIFICATIONS 


LOUD AND RUGGED; IDEAL FOR 
SIN 己 LE-EAR □」USE 


HIGH-EFFICIENCY OUTPUT 
WITH WIDE DYNAMIC RANGE; 
PERFECT FOR MOBILE 
ENVIRONMENTS 

SINGLE-SIDED, 99.99% OXYGEN- 
FREE CABLE FOR PURE SOUND 
TRANSMISSION 

HARD 己 OLD-PLATED CONTACTS 
AND PLUG WITH 3 . 已 - 目 . 3 MM 
ADAPTER 


System ： 

Design ： 

Color ： 

Frequency range ： 

Input impedance ： 

Net weight (without cable): 200g 
Max. input power ： 200 mW 


Dynamic 

Closed-back headphones 
Mocca/Sand 
ISHzto 26kHz 
己 5 Ohms 


AKG Acoustics GmbH 

Lembockgasse 21 — 2 己 ，1230 Vienna, Austria 


www.akg.com 


Harman Consumer Group, Inc. 

8500 Balboa Boulevard, Northridge, CA 日 132 日 ， USA 


Ha Harman International Company 


回 2008 Harman International Industries, Incorporated. All rights reserved. AKb is a trademark of Harman International Industries, Incorporated, registered 
in the United States and/or other countries. 


Features, specifications and appearance are subject to change without notice. 
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